PAHOS AURIUM



PAHOS

Small outside, great inside

Audiophile-quality headphones, which we
thought were a thing of the past, are back.
Music enthusiasts worldwide are improving their
listening experience by getting rid of earbuds
and connecting high-end headgear to their
portable digital players.

Despite having amazing headphones available,
it's a pity that the only available ports are those
of MP3 players, as most quality amplifiers have
not had jack sockets for decades.



AURIUM

Pathos designers faced this new challenge: can
we squeeze our very best quality and technology
into a few cubic centimeters?

The result is the newest Aurium headphone
amp.

With a pure class A, tube pre-stage and MOS-
FET power stage, zero feedback, the Aurium
performs exactly as audiophiles expect from
Pathos: exquisite musicality, transparency,
dynamics and zero listening fatigue.

The output impedance can be adjusted from
16 to 1,000 Ohm, making it flexible enough to
provide a perfect interface with any headphone.
The volume control - a critical component in
every amp - is operated by a high precision Burr-
Brown device.
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Technical specifications:

HEADPHONE INTEGRATED AMPLIFIER

Output Power:
Output impedance
Output level:
Frequency response:
THD:

S/N Ratio:

Analogue inputs:

Analogue outputs:
Max input level:
Main voltage:

Power consumption:
DIMENSIONS
Amplifier:

Packed:
Weight (net / packed)

3,6W @ 16 Ohm, Class A zero feedback
<0,50hm

7V RMS max

10Hz - 80KHz

<0,1%

98dB

1 stereo balanced XLR

3 stereo unbalanced RCA line
1 - XRL TAPE

1-RCA line TAPE

6,4V, Unbalanced
32432V, Balanced
90-250V 50/ 60 Hz

30W

220mm (D) x 220mm (W) x 90mm (H)
300mm (D) x 400mm (W) x 170mm (H)
3Kg/ 3,5Kg



